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PODLAHY DŘEVĚNÉ NA ZAKÁZKU

72 73FINISHING

Cabbani parquet can also be used to finish 
stairs. We have developed solid tread nosing 
specifically for this application in all 35 colors 
from our product range.

2 versions: 

with floating installation 

SILENT UNDERLAY (2 mm thick, 20m²/roll):  
•  This premium underlay guarantees a maximum sound absorption and offers a 

contact sound insulation improvement of at least 20 dB. 
•  Smooths out slight irregularities in the subfloor.
•  Has an integrated moisture barrier. Also use our waterproof tape for perfect 

moisture protection.
•  Suitable for radiant heating.

BASIC UNDERLAY (2 mm thick, 20m²/roll): 
•  This affordable and high-quality underlay guarantees a comfortable sound 

absorption and offers a contact sound insulation improvement of 19 dB.
•  Smooths out slight irregularities in the subfloor.
•  Has an integrated moisture barrier. Also use our waterproof tape for perfect 

moisture protection.
•  Suitable for radiant heating.

WATERPROOF TAPE: It is vital to protect your wooden floor from rising 
moisture. We strongly recommend only using our own, thoroughly tested 
waterproof tape to affix Cabbani subfloors to each other. This is the only way 
to guarantee adequate protection against moisture.

TREAD NOSING

SUBFLOORS

Dimensions : 
2400 x 40 x 10 / 14 / 18,5 mm 
(94.5 x 1.6  x 3/8”, 1/2" or 3/4")

Dimensions : 
2400 x 60 x 10 / 14 / 18,5 mm 
(94.5 x 2.4 x 3/8”, 1/2” or 3/4”)

MAINTENANCE

www.cabbani.com

MAINTAINING FLOORS 
WITH OILED FINISH

The oil we apply to our floors contains natural 
pigments and oils that may only be treated with our 
Cabbani maintenance and cleaning products.

For daily maintenance and long-lasting protection 
of your oiled floor, it is best to use a soft broom or vacuum cleaner, followed by cleaning with 
‘Cabbani parquet soap’. To thoroughly refresh a dulled parquet and bring back its silky 
lustre, it is best to use ‘Cabbani maintenance oil’ in concentrated form.

If your floor looks dull due to trodden-in and caked-on dirt, ‘Cabbani intensive cleaner’ 
is the solution. This provides a deep cleaning that also removes some oil, which is why it is 
necessary to treat with ‘Cabbani maintenance oil’ in concentrated form afterward.

If you have underfloor heating, ‘Cabbani maintenance oil’ must be applied at least twice per 
year to nourish the wood adequately.

You can read our full maintenance instructions at www.cabbani.com/en/downloads.

It is important to avoid damaging the lacquer when 
cleaning Cabbani floors with a lacquered finish. That 
is why we recommend using our ‘Cabbani cleaner’. 
This has been specially developed to remove dirt 
safely while protecting the wood.

‘Cabbani cleaner’ is available in concentrated version 
and must first be diluted with water. To add an extra 
wear layer to your floor and to avoid or mask micro 
scratches we advise you to use our ‘Cabbani Polish‘. 
The ‘Cabbani Polish‘ provides extra protection and 
helps prevent the adherence and build up of dirt.

MAINTAINING FLOORS 
WITH LACQUERED FINISH

KEEP YOUR FLOOR IN GOOD CONDITION
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Pečující sada pro lakované podlahy Pečující sada pro olejované podlahy

Dostupnost doplňkového materiálu: 
S skladem v Hodoníně 
O na objednávku do 5-7 týdnů

Doplňkový materiál Montáž

Kód Typ výrobku Název (dřevina, dekor) Obsah balení Dostupnost
Cena bez DPH  

v EUR/m2

UN06 Podložka Basic 2 mm – podložka s parotěsnou zábranou 20 m2 S 4,40

UN07 Podložka Silent 2 mm – podložka eliminující zvuk kroků s parotěsnou zábranou 20 m2 S 8,30

Kód Typ výrobku Název (dřevina, dekor) Obsah balení Dostupnost
Cena bez DPH  

v EUR/ks

TA01 Páska Voděodolná lepící páska, 50 mm x 50 bm 50 bm S 8,90

Doplňkový materiál Údržba

Kód Typ výrobku Název (dřevina, dekor) Obsah balení Dostupnost
Cena bez DPH  
v EUR/balení

CMAI01 Údržba pro olejované podlahy
Pečující sada pro olejované podlahy (obsahuje: 1 l mýdlo, 
1 l pečující olej, 1 l intensivní čistič, 1 ks utěrka z mikrovlákna)

1 sada O 81,20

CCLE01 Údržba pro olejované podlahy Mýdlo na olejované podlahy 1 l O 24,40

CCLE02 Údržba pro olejované podlahy Intensivní čistič pro olejované podlahy 1 ks O 24,40

COIL Údržba pro olejované podlahy Pečující olej pro olejované podlahy 1 ks O 35,10

CMAI02 Údržba pro lakované podlahy
Pečující sada pro lakované podlahy  (obsahuje: 1 l čistič – 2 ks,  
1 l leštěnka, 1 ks utěrka z mikrovlákna)

1 sada O 81,20

CCLE03 Údržba pro lakované podlahy Čistič pro lakované podlahy 1 ks O 24,40

CCLE05 Údržba pro lakované podlahy Leštěnka pro lakované podlahy 1 ks O 35,10

Podložka Basic 2 mm Voděodolná lepící páskaPodložka Silent 2 mm

Schodové hrany třívrstvé CABBANI  Doplňky ke schodové hraně

Typ výrobku, konstrukce Kód podlahy Název (dřevina, dekor) Povrchová úprava
Profil lišty

B/Tl. – délka
Dostupnost

EUR/m
bez DPH

Masivní boční lišta volně ložená lišta + kód podlahy Dub Tvrdovoskový olej 37/4 - metráž O 15,03

Masivní boční lišta volně ložená lišta + kód podlahy Dub barvený Tvrdovoskový olej 37/4 - metráž O 19,69

Typ výrobku, konstrukce Kód podlahy Balení Dostupnost
Kč/balení
bez DPH

Olej na domoření řezů olej + kód podlahy cca 0,1 l O 21,91

Dostupnost schodových hran CABBANI:
O na objednávku, termín dodání do 9 – 10 týdnů         


